CONTENTS

Analysis of Stiffening Methods and Effects on Irregular Single-layer Lattice Shell Structures 141
Jianxue Xu

Study on the Performance of Ball Mill with Liner Structure based on DEM 157
Zhanfu Li, Yaokun Wang, Kunyuan Li, Wenyu Lin & Xin Tong

Development of Braking Force Distribution Strategy for Dual-Motor-Drive Electric Vehicle 179
Binbin Sun, Pengwei Wang, Song Gao, Jie Yu & Zhangu Wang

Analysis of Protein Separation Mechanism in Charged Ultrafiltration Membrane 202
Danu Ariono, Putu Teta P. Aryanti, Anita K. Wardani & I Gede Wentein

Seismic Behavior of Tunnel Form Building under Lateral Cyclic Loading 224
Nor Hayati Abdul Hamid, Shamilar Anuar, Haryati Awang & Mahmud Kori Effendi

Effect of Polystyrene Latex Addition on Size and Pore Volume of Porous Calcium Oxide Particles Prepared by Spray-Pyrolysis Method and Its Ability for SO Retention 240
Ricky Dwi Septianto, Ferry Iskandar, Mikrajuddin Abdullah, Khairurrizal Khairurrizal & Myong-Hwa Lee

Production of Biopolymer Polyhydroxalkanoates (PHA) by Extreme Halophilic Marine Archaea Haloferax mediterranei in Medium with Varying Phosphorus Concentration 255
Susiana Melanie, James B. Winterburn & Hary Devianto

Guidelines for Process Safety Hazard Assessment Based on Process Information 272
Muhammad Firdaus Husin, Mimi H. Hassim, Denny K.S. Ng, Anwar Johari, Mohd. Johari Kamaruddin & Norzita Ngadi

Fuzzy-Based Prediction of Spatio-Temporal Distribution of Wet Muck in Block Cave Mine of PT Freeport Indonesia 291
Lilik Eko Widodo, Eman Widijanto, Iftikhar Faadhilah & Wahyu Sunyoto